Anchor Handling Tug Supply Vessel 10,560 BHP

10S ELAINE Intra Oil Services Bhd

PORT OF REGISTRY: BELIZE

Year Built : 1982 AMELS BV, NETHERLANDS
Classification: DNV + 1A1, EO, FiFi Class |
Length Overall : 64.16 m

Length bpp : 76.20 m

Breadth Moulded : 15.00 m

Moulded Depth : 7.00 m

Draft - Loaded: 5.90 m

Deadweight (approx.) at 2047T

Gross Tonnage : 2127 tons

Nett Tonnage : 638 T

CARGO CAPACTY

Fuel Oil: 680.00 tonnes

Portable Water: 428.00 tonnes

Drill Water / Ballast : 1142.00 m3

Brine/Liquid Mud : 139 m3

Deck Cargo: 700 tons Cement In Bulk: 175.00 m3 4 tanks ACCOMMODATION

Deck Strength : 5 Tons/m2 Clear Deck Space: 35m x 11 m Officers / Crew 6 x 1 man; 5x 1 man
Pax : 1 x 1; 13 x 2 men cabins
Contractor : 2 x 1 man

12/01/2003

REFRIGERATED STORAGE CAPACITY Hospital : YES
Deep Freezer: 7.5 m3 1 x Galley 1 X mess room
Cool Room: 7.5 m3 Seating Capacity: 20 Persons, Fully Air-Conditioned

ANCHOR HANDLING & DECK EQUIPMENT

PROPULSION AHT Winch: 250 tonnes ,DD
Main Engine: 4x 2,640 BHP Bergen Diesel Drum Capacity: 2 x 1400m x 68mm dia
Main Engines (BHP max.) : 10,560 BHP Rig Chain/Cat Pawl: 2 x 76mm
Aucxiliary Generators: 2 x 1470 Kva 440V 60Hz Shaft Alternators Chain Lockers : 2 x 114m3
2 x 312 kVa, 1 x 16 kVa 440V 60Hz Storage Reel : 1 x 1200m x 64mm; 2 x 700m x 64mm
Tugger winch: 2x 15 tons SWL
Bow thruster : 1 x 800 BHP CPP 8.5 tonnes thrust Towing Pins : 2 x Karmoy
1 x 500 BHP CPP 5.2 tonnes thrust Shark Jaw: 2 x Karm Fork
Stern Thruster : 1 x 800 BHP CPP 8.5 tonnes thrust Capstan: 2x 8 tons SWL
Deck crane: 1 x 15t/5m; 5t/10m tons SWL 1 x 4.3t/0.65m; 3t/12.5m.
Propellers : 2x LIPS CPP in Kort Nozzles Windlass: 1x 12.6 tons SWL
Anchors: 2x 1575 kg.
Bollard Pull: Anchor chain: 38mm dia, Port, 14 shackles. Stbd 14 shackles
119 tonnes

CARGO PUMP CAPACITY

FIRE FIGHTING EQUIPMENT ( EXTERNAL) Fuel Oil: 1x 120 m3/hr @ 60m head
FiFi Class | 2 x 1500 m3/hr pump Portable Water: 120 m3/hr @ 60m head
Monitors : 2 remote atop of wheelhouse 45 ht at 120 m Drill Water: 120 m3/hr @ 60m head
Foam Monitor / Tank : 1 x Skuterig Foam Monitor, Tank 20 m3 Flowmeter: 01 unit Fuel

Liquid Mud: 80 m3/hr @ 60m head
PERFORMANCE (SPEED & CONSUMPTIONS) Bulk Compressor: 20 x 30m3/hr at 80 psi.

In Port (about) :
Stand By at Location (about) :

Economic Speed (about) : 10 knots - 9 tonnes / day - 2 x engines NAVIGATION EQUIPMENT

Full Service Speed (about) : 15 knots - 30 tonnes / day 1 Joystick (LIPS).

Full Power / Towing (about) : 36 tonnes / day 2 x Radars Atlas Type

Fuel Type : Gas Oil 1 gyrocompass Anschutz Standard 12
1 speed log
1 Echo sounder SIMRAD ED 161

COMMUNICATION EQUIPMENT 1 Autopilot Anschutz

SAILOR equipment to GMDSS A3 Standard comprising 1 GPS navigator Furuno FSN-50

VHF & DSC (Sailor)

MF/HF (T2130)

DSC (Skanti 3000)
Mini- M Satellite Phone
IRIDIUM Satellite Phone

All particulars believed to be correct but not guaranteed
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